
LAD4 modular cable junction box

User manual

for various modules:

connection of:

optoelectronic safety edge and / or

pass door switch / slack rope switch

to door control using the spiral cable or

interface for opto edge
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Ordering details

LAD4

LAD4S

LAD4G

cable junction box 1.114 600

cover with straight spiral cable exit

modul 1, 5-pin push connector 1.114 601

modul 2, LAD2 PCB connection 1.114 602

modul 3, LAD2B PCB connection 1.114 603

modul 4, AOS124 interface 1.114 604

cable junction box 1.114 610

cover with angled spiral cable exit

modul 1, 5-pin push connector 1.114 611

modul 2, LAD2 PCB connection 1.114 612

modul 3, LAD2B PCB connection 1.114 613

modul 4, AOS124 interface 1.114 614

cable junction box 1.114 720

closed cover

modul 1, 5-pin push connector 1.114 721

modul 2, LAD2 PCB connection 1.114 722

modul 3, LAD2B PCB connection 1.114 723

modul 4, AOS124 interface 1.114 724

Included in the scope of supply:

only empty housing without cable glands

or

LAD4/LAD4S with modul, 3 cable glands M16x1,5

and 1 cable gland M16x1,5

or

LAD4G with modul, 2 cable glands M16x1,5

with anti-kink protection



Signs and symbols

This indication informs you of special features of the system.

A recommendation for optimum procedure.

Warning instructions please read carefully and comply in all respects.
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modulare Leitungsanschlussdose LAD4

�

�

�

�

�

housing with various covers available

pre stamped cable entries

for various modules

large connection space

cable glands included in set

Technical data

Size 158x60x44mm , flat cover

158x60x56mm , cover with angled spiral cable exit

Degree of protection IP68 according to EN60529

Housing and cover material housing and cover:

ABS Rotec 1001, FR V0/4, colour number W1232

see through cover: PC

seal: EPDM

Storage temperature -35...80°C

Weight approx. 130g
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modul 1: 5-pin push connector

modul 2: PCB connection (LAD2)

modul 3: PCB connection (LAD2B)

modul 4: interface AOS124
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This indication informs you of special features of the system.

A recommendation for optimum procedure.

Warning instructions please read carefully and comply in all respects.
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Ordering details

LAD4

LAD4S

LAD4G

cable junction box 1.114 600

cover with straight spiral cable exit

modul 1, 5-pin push connector 1.114 601

modul 2, LAD2 PCB connection 1.114 602

modul 3, LAD2B PCB connection 1.114 603

modul 4, AOS124 interface 1.114 604

cable junction box 1.114 610

cover with angled spiral cable exit

modul 1, 5-pin push connector 1.114 611

modul 2, LAD2 PCB connection 1.114 612

modul 3, LAD2B PCB connection 1.114 613

modul 4, AOS124 interface 1.114 614

cable junction box 1.114 720

closed cover

modul 1, 5-pin push connector 1.114 721

modul 2, LAD2 PCB connection 1.114 722

modul 3, LAD2B PCB connection 1.114 723

modul 4, AOS124 interface 1.114 724

Included in the scope of supply:

only empty housing without cable glands

or

LAD4/LAD4S with modul, 3 cable glands M16x1,5

and 1 cable gland M16x1,5

or

LAD4G with modul, 2 cable glands M16x1,5

with anti-kink protection
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